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FIGURE 11B-3—WATER FOUNTAINS
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FIGURE 11B-6—INTERNATIONAL ACCESSIBILITY SYMBOL
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( a ) SYMBOL PROPORTIONS

( b ) DISPLAY CONDITIONS
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FIGURE 11B-7A—PROTRUDING OBJECTS
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FIGURE 11B-9A
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FIGURE 11B-9B—GRAB BARS AT BATHTUBS
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FIGURE 11B-18C—DIAGONAL PARKING STALLS

FIGURE 11B-18B—SINGLE PARKING STALLS

SYMBOL PER

STRIPES AT
36"  ON  CENTER

PARKING
NO

ACCESSIBLE
5'–0" MIN.  AT  TYP.

8'–0" MIN.  AT  VAN
PARKING STALL

ACCESSIBLE
PARKING STALL

PARKINGNO

WITHIN THE LOADING AND 
UNLOADING ACCESS AISLE
PAINT THE WORDS “NO 
PARKING” IN 12” HIGH 
LETTERS MIN. 

ACCESSIBLE
5'–0" MIN.  AT  TYP.

8'–0" MIN.  AT  VAN
PARKING STALL

ACCESSIBLE
PARKING STALL

18' – 0" MIN.

1129B.4

WITHIN THE LOADING AND 
UNLOADING ACCESS AISLE
PAINT THE WORDS “NO 
PARKING” IN 12” HIGH 
LETTERS MIN. 

DIMENSION
TO CENTERLINE
OF STRIPE 

DIMENSION
TO CENTERLINE
OF STRIPE



FOR BUILDING DESIGN AND CONSTRUCTION.
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID

FIGURE 11B-19A—CURB DETAILS

THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS

4"  DRAIN
DOMES MAY BE OMITTED 

12" MIN. BORDER

SIDEWALK

RAMP

DRAIN

SECTION A–A

8.33%  MAX.

CURB  AND  GUTTER

A

DETAIL AND SEC. 1127B.5.10
REFER TO GROOVING
GROOVES AT 3/4 "  O.C. 

WHEN RAMP SLOPE EXCEEDS 
6.67%

A

FOR DETECTABLE WARNING 
REQUIREMENTS AT CURB RAMPS, 
SEE SECTION 1127B.5, ITEM 8



BUILDING DESIGN AND CONSTRUCTION.
THESE REGULATIONS AND IS INTENDED ONLY AS AN AID FOR 

FIGURE 11B-19B—CURB DETAIL

THIS DIAGRAM ILLUSTRATES THE SPECIFIC REQUIREMENTS OF 

SEE FIGURE 11B-19A

4"  DRAIN

SIDEWALK

DOMES MAY BE
OMITTED WHEN
RAMP SLOPE
EXCEEDS 6.67%

12" MIN. BORDER
GROOVES AT 3/4" O.C.
REFER TO GROOVING
CASE AND SEC. 1127B.5.10

CURB AND GUTTER

A A

FOR DETECTABLE WARNING 
REQUIREMENTS AT CURB RAMPS, 
SEE SECTION 1127B.5, ITEM 8



FIGURE 11B-19C—CURB DETAIL

SIDE WALK
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SEE GROOVING
DETAIL
FIGURE 11B-20D

SIDE WALK
10% MAX.

8.33%  MAX.

B

SECTION B–B

FOR BUILDING DESIGN AND CONSTRUCTION.
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID
THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS

M
A

X
.

FOR DETECTABLE WARNING 
REQUIREMENTS AT CURB RAMPS, 
SEE SECTION 1127B.5, ITEM 8



FIGURE 11B-20A—CURB DETAIL—CASES A AND B

FOR BUILDING DESIGN AND CONSTRUCTION.
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID
THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS
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SEE SECTION 1127B.5, ITEM 8



FIGURE 11B-20B—CURB DETAIL—CASES C AND D

FOR BUILDING DESIGN AND CONSTRUCTION.
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID
THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS
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FIGURE 11B-20C—CURB DETAIL—CASES E AND F

FOR BUILDING DESIGN AND CONSTRUCTION.
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID
THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS
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FIGURE 11B-20D—CURB DETAIL—CASES G AND H

FOR BUILDING DESIGN AND CONSTRUCTION.
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID
THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS

GROOVING DETAIL
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APPROX. 1 – 1/2"  ON 
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FRONT EDGE OF
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SEE SECTION 1127B.5, ITEM 8



FIGURE 11B-20E—CURB SECTIONS

FOR BUILDING DESIGN AND CONSTRUCTION.
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID
THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS

SECTION A–A

SECTION B–B

SECTION C–C

DEPRESS ENTIRE SIDEWALK AS REQUIRED

48"   MIN.

48"   MIN.

TOP  OF  RAMP

TOP  OF  RAMP
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2%  MAX.

2%  MAX.
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NECESSARY
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NECESSARY



48"  MIN.

1

12

48"  M
IN.

PLANTING OR OTHER 
NONWALKING SURFACE

( a )

( b )

1:20  MAX.

1:12  MAX.

FIGURE 11B-21—RETURNED CURB STYLE

FOR BUILDING DESIGN AND CONSTRUCTION.
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID
THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS

BEVELED  LIP
1/2"  MAX.  TYP.

FOR DETECTABLE WARNING 
REQUIREMENTS AT CURB RAMPS, 
SEE SECTION 1127B.5, ITEM 8



FIGURE 11B-22—CURB RAMPS AT MARKED CROSSING

FOR BUILDING DESIGN AND CONSTRUCTION.
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID
THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS

( a ) ( b )

SEGMENT  OF 
STRAIGHT   CURB

( c )
( d )

 48"  
MIN.

WELL   DEFINED 
EDGE

 48"  
MIN.

SEGMENT  OF
STRAIGHT  CURB



FIGURE 11B-23A—TRUNCATED DOMES

FOR BUILDING DESIGN AND CONSTRUCTION.
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID
THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS
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FIGURE 11B-23B—DIRECTIONAL BARS

FOR BUILDING DESIGN AND CONSTRUCTION.
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID
THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS
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FIGURE 11B-24—ACCESS AISLE AT PASSENGER LOADING ZONES

BUILDING DESIGN AND CONSTRUCTION.
THESE REGULATIONS AND IS INTENDED ONLY AS AN AID FOR 
THIS DIAGRAM ILLUSTRATES THE SPECIFIC REQUIREMENTS OF
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FIGURE 11B-25—OBSTRUCTIONS

FOR BUILDING DESIGN AND CONSTRUCTION.
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID 
THESE DIAGRAMS ILLUSTRATE  THE  SPECIFIC REQUIREMENTS

PRESSURE  FROM
DOOR   OPENER

 DOOR

BUMP  AT  RAISED     THRESHOLD
BLOCKS   SMALL  WHEELS

PREVENTS  TRACTION  ON
MOVING  WHEELS

INACCESSIBLE   TO  WHEELCHAIRS

WHEELCHAIR  TRAFFIC
MATS  INTERFERE  WITH

SMOOTH  POLISHED  FLOOR

INADEQUATELY   ANCHORED   DOOR

DOOR  MAT FIRM.   FLUSH   MOUNTED  MATS
ARE  PREFERABLE

PROBLEM:   THE  CONDITION   SHOWN
ABOVE  OFTEN   MAKES   ROOMS



FIGURE 11B-26A—LEVEL MANEUVERING CLEARANCE AT DOORS (Continued)

FOR BUILDING DESIGN AND CONSTRUCTION.
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID 
THESE DIAGRAMS ILLUSTRATE  THE  SPECIFIC REQUIREMENTS

PULL   SIDE
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FIGURE 11B-26B—LEVEL MANEUVERING CLEARANCE AT DOORS

BUILDING DESIGN AND CONSTRUCTION.
THESE REGULATIONS AND IS INTENDED ONLY AS AN AID FOR 
THIS DIAGRAM ILLUSTRATES  THE  SPECIFIC REQUIREMENTS OF 

NOTE:
48" MINIMUM IF DOOR
HAS A CLOSER

PULL   SIDE

  (c) LATCH APPROACH
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.
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" 
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FIGURE 11B-27—RAMPS AND SIDEWALKS

  ( a ) SIDEWALK OBSTRUCTIONS

  ( b ) GUIDE RAIL

  ( c ) WHEEL GUIDE
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SIDEWALK

36"     MIN.
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TO
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CLEAR
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FACE   
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FOR BUILDING DESIGN AND CONSTRUCTION.
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID
THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS

12"   MIN.
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WHEEL   GUIDE
3"     1"   HIGH+
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FIGURE 11B-28—OVERHANGING OBSTRUCTION

 BUILDING DESIGN AND CONSTRUCTION.
THESE REGULATIONS AND IS INTENDED ONLY AS AN AID FOR
THIS DIAGRAM ILLUSTRATES THE SPECIFIC REQUIREMENTS OF 
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FIGURE 11B-29—DOOR CONSTRUCTION

 BUILDING DESIGN AND CONSTRUCTION.
THESE REGULATIONS AND IS INTENDED ONLY AS AN AID FOR
THIS DIAGRAM ILLUSTRATES THE SPECIFIC REQUIREMENTS OF 

10"   MIN.   BOTTOM  RAIL

RUBBER  BUMPER  ON  CHAIR



FIGURE 11B-30—VESTIBULE

FOR BUILDING DESIGN AND CONSTRUCTION.
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID 
THESE DIAGRAMS ILLUSTRATE  THE  SPECIFIC REQUIREMENTS

  ( a ) DOOR IN SERIES

  ( b ) BOTH DOORS OPEN OUT

(SERVING OTHER THAN A REQUIRED EXIT STAIRWAY)
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FIGURE 11B-31—VESTIBULE
(SERVING OTHER THAN A REQUIRED EXIT STAIRWAY)

FOR BUILDING DESIGN AND CONSTRUCTION.
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID 
THESE DIAGRAMS ILLUSTRATE  THE  SPECIFIC REQUIREMENTS

  ( a ) DOORS AT ADJACENT WALLS

  ( b ) DOORS AT OPPOSITE WALLS
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.
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FIGURE 11B-32—THRESHOLDS

FOR BUILDING DESIGN AND CONSTRUCTION.
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID 
THESE DIAGRAMS ILLUSTRATE  THE  SPECIFIC REQUIREMENTS

FINISH    FLOOR  EVEN

THRESHOLD

COMPRESSED  CARPET
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FIGURE 11B-33—CLEAR DOOR WIDTH AND DEPTH

FOR BUILDING DESIGN AND CONSTRUCTION.
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID 
THESE DIAGRAMS ILLUSTRATE  THE  SPECIFIC REQUIREMENTS

( b ) SLIDING DOOR

( a ) PULL SIDE (INTERIOR DOOR)

( c ) FOLDING DOOR

32"   MIN.
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POCKET   TO   PREVENT
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18"min.

X > 8"
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FIGURE 11B-34—CORRIDOR OVER 200 FEET (60 960 mm)

FOR BUILDING DESIGN AND CONSTRUCTION.
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID 
THESE DIAGRAMS ILLUSTRATE  THE  SPECIFIC REQUIREMENTS
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200' IN LIEU OF 60" MIN. WIDTH

MINIMUM WIDTH FOR
CORRIDORS OVER 200

60"   MIN.

44"

60"

44"

16"60
" 

  M
IN

.

44
"

44
"

44"



FIGURE 11B-35—WARNING STRIPING AND HANDRAIL EXTENSIONS

FOR BUILDING DESIGN AND CONSTRUCTION.
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID 
THESE DIAGRAMS ILLUSTRATE  THE  SPECIFIC REQUIREMENTS
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FIGURE 11B-36—STAIR HANDRAILS

FOR BUILDING DESIGN AND CONSTRUCTION.
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID 
THESE DIAGRAMS ILLUSTRATE  THE  SPECIFIC REQUIREMENTS
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FIGURE 11B-37—STAIR HANDRAILS

FOR BUILDING DESIGN AND CONSTRUCTION.
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID 
THESE DIAGRAMS ILLUSTRATE  THE  SPECIFIC REQUIREMENTS

NOTE:       INNER  HANDRAIL  AT  LANDINGS  OF 
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1 – 1 / 2"

 INNER  HANDRAIL



FIGURE 11B-38—RAMP DIMENSIONS

FOR BUILDING DESIGN AND CONSTRUCTION.
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID 
THESE DIAGRAMS ILLUSTRATE  THE  SPECIFIC REQUIREMENTS

NOTE:     2 

NOTE:   1 

AS   REQUIRED
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( a ) STRAIGHT RAMP RUN

INTERMEDIATE   LEVEL   PLATFORM

INTERMEDIATE   LEVEL   PLATFORM
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MAXIMUM   HORIZONTAL
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FIGURE 11B-39—RAMP LANDING AND DOORWAY

FOR BUILDING DESIGN AND CONSTRUCTION.
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID
THESE DIAGRAMS ILLUSTRATE  THE  SPECIFIC REQUIREMENTS

( a ) RAMP WITH INTERMEDIATE SWITCH BACK PLATFORM

( b ) RAMP LANDING AT DOORWAY
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Cleaner Air
FIGURE 11B-40-CLEANER AIR SYMBOL
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FIGURE 11B-40A—MINIMUM DIMENSIONS OF ELEVATOR CARS

FOR BUILDING DESIGN AND CONSTRUCTION.
OF THESE REGULATIONS AND IS INTENDED ONLY AS AN AID 
THIS DIAGRAM ILLUSTRATES THE SPECIFIC REQUIREMENTS
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FIGURE 11B-40B—ELEVATOR CONTROL PANEL

FOR BUILDING DESIGN AND CONSTRUCTION.
OF THESE REGULATIONS AND IS INTENDED ONLY AS AN AID 
THIS DIAGRAM ILLUSTRATES THE SPECIFIC REQUIREMENTS
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FIGURE 11B-40D—GRAPH OF TIMING EQUATION

*FIGURE 11B-40C—HOISTWAY AND ELEVATOR ENTRANCES

BUILDING DESIGN AND CONSTRUCTION.
THESE REGULATIONS AND IS INTENDED ONLY AS AN AID FOR 
THIS DIAGRAM ILLUSTRATES THE SPECIFIC REQUIREMENTS OF
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